

















@ Completion of Installation

10

Storage Process

Remove straps and ladder

Open the tent air column
valve to deflate

Remove the straps from
the roof rack

Take down the tent

Tidy up the deflated tent

Open the air cushion
nozzle to vent

Fold Neatly
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Folding method:
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Air cushion deflated
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As shown in the figure, fold again
for 2 times and use two binding
straps are used to complete
folding.

As shown in the figure, first
do 2 in the short side
direction The second fold.
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1. The roof of the car is pre-installed with a roof rack bearing 300kg.

2. Do not enter until the tent is fully raised.

3. Follow the instructions to open/pack the tent.

4. After setting up the tent, fix each part of the installation firmly, and ensure that
the binding buckle is in a tight state to prevent falling.

5. Before traveling, open the tent to check whether the tent function is good
condition and whether the accessories are complete.

6. Choose open, safe area as camping site. Do not use the Shell Wing Inflatable Roof
Top Tent thunder storm, hurricane weather.

7.1t is forbidden to play and jump in the tent, and it is not appropriate to sit on the
edge of the tent.

8. Flames, gas or other burning appliances is prohibited in the tent.

9. Do not use sharp objects to prick the tent to avoid damage.

10. It is forbidden to sit or lie on the inflatable pipe. Please Check whether the tent
pipe is wrapped before use. If the position of the inflatable pipe changes, it should
be adjusted to the normal position before use.

11. After testing, this product can be used normally at -20 - +40°C. If it is used
outside the above temperature range, please be careful. If there is damage, it is not
covered by the warranty.

12. It is not recommended to use this roof tent in windy weather above level 6.

13. The vents above the doors on both sides of the tent and at the bottom of the
large skylight must be opened using small support poles during sleep in order to
ensure continuous air circulation and prevent suffocation.

Maintenance

1. Keep flammable materials away from the tent.

2. Regularly inspect all parts of the tent to ensure they are intact.

3. Adhere to interior warning labels for proper care of the tent's interiors.
4. After each use of the Shell wing roof top tent, make sure it is thoroughly
dried before storage to prevent mildew, staining, discoloration, or fading of
the tarpaulin and components.

5. If you won't be using the car roof tent for an extended period, storeitin a
dry, cool, and well-ventilated place.

6. Avoid overloading when using the Shell wing roof top tent.

7. Use accessories:

A) Ladder: Follow safety instructions provided on the ladder label.

B) Pump: When inflating or deflating, pay attention to correct usage.

This product is small in size, convenient for transportation and storage.
During storage, pay attention to safe storage, to prevent overturning injury,
the roof tent has a suitable luggage rack can be selected, this product can
be free out enter the home elevator. This product can be used in calm and
safe shallow waters as a way of entertainment.

Please pay attention to water safety measures (wear a life jacket), and keep
the tent balanced when playing in the water over 300kg. (Can also be used
as fishing platform, flood emergency life cushion.)

Wilderness camping, please take care of the environment!
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